Far o, | s
R SECTION COUNTY do e

CONTRACT NO. 62417

338 |13 & 114) R-5 WiLL (525 |24

STA. To STA.

¢ IL. ROUTE 59

FED. ROAD DIST. N0,

ILLINOIS

FAP 338 (IL RTE. 59

60’ 65’ |
. 0.5
= T 12 9 g 12 28 = B
§| 4’ | ] _J e
. & g o LEGEND PROPOSED
157 1 1.5% g
. 5 m 2% 2y s V4 - PORTLAND CEMENT CONCRETE PAVEMENT, 9% INCH (JOINTED)
. S Ll e
"~ 28 * AGGREGATE SUBGRADE, 12 INCH
= . AR. ,
I \‘N\\ &l’ e e
~ COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
*@ 5)(1 2 3
4 CONCRETE MEDIAN TYPE SB-6 (SPECIAL) (SEE NOTE 4)
% SEE NOTE 1 @OR@ 5 12 8 11 NO. & x 24" TIE BARS (EPOXY COATED), GROUTED IN PLACE AT
O 24’7 0.C. INCLUDED IN COST OF COMBINATION CONCRETE CURB

STA. 3299+13 TO STA. 3302450 GUARDRAIL AND HMA SHOULDER DETAIL & GUTTER, STANDARD 606001

STA. 3204+77 TO STA. 3206+26

LONGITUDINAL CONSTRUCTION JOINT GROUTED-IN-PLACE TIE BARS
(EPOXY COATED) NO. 8 x 24" LONG DEFORMED TIE BARS AT 24 0.C.
(STANDARD 420001) (INCLUDED IN THE COST OF CONCRETE PAVEMENT)

¢ IL. ROUTE 59

EEERFEEROE @ @ OEOO®OO

' 60’ ‘ 65 - 70° | . LONGITUDINAL SAWED JOINT - NO. 6 x 30 LONG DEFORMED TIE BARS

! T ) = (EPOXY COATED) AT 30 0.C. (STANDARD 420001 (INLCUDED IN THE
. , s COST OF CONCRETE PAVEMENT)
= 12’ 12 18 12’ 12 | o
Q a 3.0¢
o 2 SODDING, SALT TOLERANT OR SEEDING (AS NOTED ON LANDSCAPE PLANS)
Q| o et
i ’
21 9 9 8’ | 2 TOPSOIL FURNISH AND PLACE, 47
S 3 -
x o § 6.5’ TOPSOIL FURNISH AND PLACE, 12

o
N . v 1 1.59 . . "
] N 5% 2% 2% Loz  LSx_ | ex 2% 81 v ] 2% » PORTLAND CEMENT CONCRETE SIDEWALK, 5
! oSS * = = = = —= < |2y TOR 47 ot T —
= = 2 10% T PIPE UNDERDRAINS, 4“, FABRIC LINED TRENCH (SEE NOTE 4)
1021 (*’// - I \\1\ 8 VAR. E——‘
2y & VaR, ' "~ —
~~~~~~~ T = HOT-MIX ASPHALT SHOULDERS, 87 (SEE NOTE 2)
- 3
3 """ DEPRESSED
2) (1 @ 6 5 B6.24 C&GC CONCRETE MEDIAN TYPE SB-6.24 (SEE NOTE 4)
1 8 8) (1t
12) (5 5 @OR@ @OR@ 2) (1) (2 o TOPSOIL FURNISH AND PLACE, 8"

STA. 3302+50 TO STA. 3310+60 GUA???:”\I:';Z@LDGOHMTAO SSHTOALngglRSE%AIL

NOTES:
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ILLINOIS DEPARTMENT OF TRANSPORTATION
STA. 3310+60 TO STA. 3314+00 DISTRICT NO. 1 SCHAUMBURG
(TRANSITION SECTION) TYPICAL PROPOSED SECTIONS
(LANE WIDTH REDUCED FROM 12/ TO 11°) ILLINOIS ROUTE 59
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